


For further information, contact your SULLIVAN Distributor or the factory.

SPECIFICATIONS
(Metrics in Parentheses)

COMPRESSOR

Type
Ambient Oper. Temp. Range
Oil Capacity
Total Receiver Volume
Air Service Connections
Type Cooling System
Type Air Intake System
Type of Control
Tire Size

Rated Delivery
Rated Operating Pressure
Operating Pressure Range
Weight, Serviced

ENGINE

Type
Make
Model
Number of Cylinders
Bore and Stroke
Displacement
Total Oil Capacity
Cooling System Capacity
Battery Rating Volts
CCA @ 0o F
Idle Speed
Fuel Tank Capacity

Horsepower @ rated RPM
Full Load Speed

D1600QH6CAC, D1800QL6CAB, D1300QH6CA, D1600QM6CA

Single stage, oil flooded rotary screw
-20˚ to +125˚F (-29˚ to +52˚C)
55 gal. (208 L)
21 ft.3 (595 L)
One 3” NPT
Oil to Air
Two Stage Dry
0-100% Demand
8-14.5
D1600QH6CAC D1800QL6CAB D1300QH6CA D1600QM6CA
1600 cfm (45 m3/min) 1800 cfm (51 m3/min) 1300 cfm (37 m3/min) 1600 cfm (45 m3/min)

150 psig (10.3 BAR) 100 psig (7 BAR) 150 psig (10.3 BAR) 125 psig (8.6 BAR)

70-170 psig (4.8-11.7 BAR) 70-120 psig (4.8-8.3 BAR) 70-170 psig (4.8-11.7 BAR) 70-145 psig (4.8-10 BAR)

17500 Ibs.(7955kg) 17500 Ibs.(7955kg) 17500 Ibs.(7955kg) 17500 Ibs.(7955kg)

DIMENSIONS
(Metrics in Parentheses)

Specifications subject to change without notice

Diesel
CAT
C-15
6
5.4” x 6.5” (137 x 165 mm)
893 in3 (14.6 L)
9 gal. (34 L)
18.75 gal. (71 L)
24 (Two 12V In Series)
1400 Amps
1400 RPM
200 gal. (757 L)

D1600QH6CAC D1800QL6CAB D1300QH6CA D1600QM6CA
525 (392 kw) 460 (343 kw) 460 (343 kw) 460 (343 kw)
1900 RPM 2100 RPM 1700 RPM 1900 RPM
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